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57 ABSTRACT

A negative electrode for a lithium secondary battery that
includes, as a negative active material, a lithium titanate
(Li,Ti50,,) compound containing 0.004 parts by weight or
less of phosphorous (P) and 0.007 parts by weight or less of
potassium (K) based on 100 parts by weight of lithium titan-
ate, a binder, and a conductive agent, and a lithium secondary
battery including the negative electrode.
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1
LITHIUM TITANATE, NEGATIVE
ELECTRODE INCLUDING THE LITHIUM
TITANATE, AND SECONDARY LITHIUM
BATTERY CONTAINING THE ELECTRODE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of Korean Patent Appli-
cation No. 10-2011-0027015, filed on Mar. 25, 2011, in the
Korean Intellectual Property Office, the disclosure of which is
incorporated herein in its entirety by reference.

BACKGROUND

1. Field

One or more embodiments relate to a lithium titanate, a
negative electrode for a lithium secondary battery that
includes the lithium titanate, and a lithium secondary battery
including the negative electrode.

2. Description of the Related Technology

Lithium titanate (Li,Ti;O, ,) is useful as an electrode mate-
rial in a lithium secondary battery.

Usually, lithium titanate is prepared by dry-heat treating a
mixture including titanium dioxide and a lithium compound,
or by using other dry or wet powder synthesis methods that
are known to one of ordinary skill in the art.

Conventionally, lithium titanate is obtained from titanium
dioxide as a starting material. In preparing an electrode mate-
rial having excellent characteristics, titanium dioxide, as a
starting material of lithium titanate, plays an important role.
Among a lithium precursor and a titanium precursor, which
are necessary starting materials of lithium titanate, an amount
of the titanium precursor needed in consideration of a com-
position ratio with respect to the lithium precursor is rela-
tively high and thus, the kind and amount of elements con-
tained in the titanium precursor affects battery performance
more than those in the lithium precursor. Also, in consider-
ation of a percentage of the titanium precursor in the total raw
material costs, itis important to select an appropriate titanium
precursor. When high-purity titanium dioxide is used as a
precursor of lithium titanate, many problems including high
manufacturing costs may occur.

Lithium titanate undergoes a small volumetric change dur-
ing charging and discharging and thus has excellent rapid
charge and discharge characteristics, and when used in a
lithium battery, the lithium battery has high-performance
characteristics. Accordingly, it is expected that lithium titan-
ate is very useful as an electrode material of a high-output
battery used in an application, such as a hybrid electric
vehicle, that requires rapid charging and discharging.

An important characteristic of a high-capacity middle and
large-sized battery is rate capacity. However, lithium titanate
has lower charge and discharge capacity than a conventional
graphite-based negative active material. Thus, there is a need
to embody a capacity near a theoretical value and improve
capacity retention characteristics by control of impurities in
the active material.

SUMMARY

One or more embodiments include lithium titanate, a
method of preparing lithium titanate, a negative electrode
including the lithium titanate, and a lithium secondary battery
including the negative electrode.
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Additional aspects will be set forth in part in the description
which follows and, in part, will be apparent from the descrip-
tion, or may be learned by practice of the presented embodi-
ments.

According to one or more embodiments, disclosed is a
lithium titanate (Li,Ti5O,,) including 0.004 parts by weight
orless of phosphorous (P) and 0.007 parts by weight or less of
potassium (K) based on 100 parts by weight of lithium titan-
ate.

According to one or more embodiments, a negative elec-
trode for a lithium secondary battery includes a negative
active material including the lithium titanate as described
above, a binder, and a conductive agent.

According to one or more embodiments, a method of
manufacturing a negative electrode for a lithium secondary
battery includes: mixing titanium dioxide (TiO,) including
phosphorous (P) and potassium (K) with a lithium precursor
to provide a first composition; sintering the first composition
to prepare lithium titanate; providing a negative active mate-
rial composition including lithium titanate; and coating the
negative active material composition on a substrate.

BRIEF DESCRIPTION OF THE DRAWINGS

These and/or other aspects will become apparent and more
readily appreciated from the following description of the
embodiments, taken in conjunction with the accompanying
drawings of which:

FIG. 1 is a graph of a discharge capacity with respect to a
C-rate of batteries manufactured according to Example 1 and
Comparative Examples 1 and 2;

FIG. 2 is a graph of a capacity retention rate with respect to
a C-rate of batteries manufactured according to Example 1
and Comparative Examples 1 and 2; and

FIG. 3 is a schematic view of a lithium secondary battery
according to an example embodiment.

DETAILED DESCRIPTION

Reference will now be made in detail to embodiments,
examples of which are illustrated in the accompanying draw-
ings, wherein like reference numerals refer to like elements
throughout. In this regard, the present embodiments may have
different forms and should not be construed as being limited
to the descriptions set forth herein. Accordingly, the embodi-
ments are merely described below, by referring to the figures,
to explain aspects of the present description.

A lithium titanate compound according to an embodiment
contains 0.004 parts by weight or less of phosphorous (P) and
0.007 parts by weight or less of potassium (K) based on 100
parts by weight of lithium titanate (Li,Ti;O, ). For example,
an amount of phosphorous (P) is about 0.0001 to about 0.004
parts by weight and an amount of potassium (K) is about
0.0001 parts by weight to about 0.007 parts by weight, based
on 100 parts by weight of lithium titanate (Li,TisO, ,). If the
lithium titanate contains such amount ranges of phosphorous
(P) and potassium (K), a lithium secondary battery including
the lithium titanate has excellent capacity characteristics.

The phosphorous contained in the lithium titanate may be
oxidized during the manufacturing process and may be
present in an oxide form, for example, in a form of at least one
selected from phosphorus pentoxide (P,O5) and phosphorus
trioxide (P,0;).

The potassium contained in the lithium titanate may be
included, for example, in a form of potassium oxide (K,0).

An average diameter of lithium titanate may be about 700
nm to about 1 um. If the average diameter of lithium titanate
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is within the range as described above, a negative electrode
for a lithium secondary battery may be easily manufactured.
However, the average diameter of lithium titanate is not lim-
ited thereto.

A negative electrode for a lithium secondary battery
according to an embodiment includes a negative active mate-
rial including lithium titanate, a binder, and a conductive
agent, wherein the lithium titanate includes 0.004 parts by
weight or less of phosphorous (P) and 0.007 parts by weight
or less of potassium (K) based on 100 parts by weight of
lithium titanate (Li,TisO,,), for example, about 0.0001 to
about 0.004 parts by weight of phosphorous (P) and about
0.0001 parts by weight to about 0.007 parts by weight of
potassium (K).

The conductive agent provides conductivity to the negative
electrode and may be any one of various materials that do not
cause any chemical change in a battery to be formed and that
conduct electrons. Examples of the conductive agent include
a carbonaceous material, such as natural graphite, artificial
graphite, flaky graphite, carbon black, acetylene black, ketjen
black, denka black, carbon fiber; a metallic material, such as
copper powder or fiber, nickel powder or fiber, aluminum
powder or fiber, or silver powder or fiber; a conductive poly-
mer such as a polyphenylene derivative, and a mixture
thereof.

The binder may allow negative active material particles to
be attached to each other and the negative active material to be
attached to a current collector. Nonlimiting examples of the
binder are polyvinylalcohol, carboxymethylcellulose,
hydroxypropylcellulose, diacetylcellulose, polyvinylchlo-
ride, carboxylated polyvinylchloride, polyvinylfluoride, an
ethylene oxide-containing polymer, polyvinylpyrrolidone,
polyurethane, polytetrafluoroethylene, polyvinylidene fluo-
ride, polyethylene, polypropylene, styrene-butadiene rubber,
acrylated styrene-butadiene rubber, polyimide, epoxy resin,
nylon, and a mixture thereof. For example, the binder may be
polyvinylidene fluoride (PVDF). An amount of the binder
may be at the same level as commonly used in forming an
active material layer.

In a method of preparing a negative electrode including
lithium titanate according to an embodiment, a titanium pre-
cursor may be selected from the group consisting of titanium
dioxide (Ti0,), TiCl;, TiCly, Ti(NO,),, TiOH,, and titanium
alkoxide. Hereinafter, the following embodiment will be
described using titanium dioxide (TiO,) as a titanium precur-
sor, but the present embodiments are not limited thereto.

A method of preparing a negative electrode including
lithium titanate according to an embodiment includes: mixing
titanium dioxide (TiO,) including phosphorous (P) and
potassium (K) with a lithium precursor to provide a first
composition; sintering the first composition to prepare
lithium titanate; providing a negative active material compo-
sition including lithium titanate; and coating the negative
active material composition on a substrate.

In preparing the lithium titanate, titanium dioxide in which
an amount of phosphorous (P) may be 0.008 parts by weight
or less, for example, from about 0.0002 to about 0.008 parts
by weight, for example, from about 0.0005 to about 0.0045
parts by weight, based on 100 parts by weight of titanium
dioxide (TiO,); and an amount of potassium (K) may be 0.008
parts by weight or less, for example, from about 0.0002 to
about 0.008 parts by weight, for example, from about 0.0005
to about 0.0075 parts by weight, based on 100 parts by weight
oftitanium dioxide (TiO,), may be used as a starting material.
However, titanium dioxide available for embodiments is not
limited to the titanium dioxide having such amounts of phos-
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phorous and potassium, and amounts of phosphorous and
potassium contained in lithium titanate may vary according to
manufacturing conditions.

When lithium titanate including such amounts of phospho-
rous and potassium is used, a lithium secondary battery
including the lithium titanate as a negative active material
may has excellent capacity characteristics and a high capacity
retention rate.

The negative active material composition may further
include a binder, a conductive agent, and a solvent.

The lithium precursor used to prepare the first composition
may include at least one selected from the group consisting of
LiCO,, LiCl, LiOH, LiNO;, LiF, LiSO,, and LiNO,.

The titanium dioxide (TiO,) may be titanate having white-
ness of 96% or more, for example, from about 97 to about
99%. A lithium titanate manufactured using titanium dioxide
having such whiteness may have excellent capacity charac-
teristics.

The term ‘whiteness’ refers to a degree of whiteness and a
combination of a reflection rate in a whole wavelength range
of the light spectrum and a total reflection rate of white
light . The titanium dioxide having such amount ranges of
phosphorous (P) and potassium (K) may have a whiteness of
96% or more, for example, about 97 to 99%. Whiteness may
be enhanced to 96% or more by using a whitening agent for
substantially increasing a reflection rate of powder. However,
in a battery, a whitening agent acts as an impurity which
lowers battery performance. Accordingly, the ‘whiteness’
used herein refers to whiteness to which a whitening agent is
not added.

In preparing the lithium titanate, the first composition may
be sintered at a temperature of about 700 to about 1000° C.,
for example, about 800 to about 900° C. The lithium titanate
prepared by sintering may be pulverized and then, the
obtained lithium titanate particles may be classified to select
lithium titanate particles having a size suitable for manufac-
turing a negative electrode for a lithium secondary battery.
For example, an average size of classified lithium titanate
particles may be from about 700 nm to about 1 pm, but is not
limited thereto.

In the providing of the negative active material composi-
tion including the lithium titanate, the negative active mate-
rial including the lithium titanate, the conductive agent, and
the binder may be mixed at a mix ratio that is commonly used
in preparing a negative active material composition, and the
mix ratio may vary according to kinds of a negative active
material, a conductive agent, and a binder. For example, the
mix ratio may be 90:5:5, and the mixture is mixed with a
solvent to prepare a negative active material composition.
However, the mix ratio is not limited thereto.

In the providing of the negative active material composi-
tion including the lithium titanate, the solvent may be any one
of'various solvents that are commonly used in a composition
for forming an active material layer. Examples of the solvent
are a chain carbonate, such as dimethyl carbonate, ethylm-
ethyl carbonate. diethyl carbonate, or dipropyl carbonate, a
cyclic carbonate, such as dimethoxyethane, diethoxyethane,
a fatty acid ester derivative, ethylene carbonate, propylene
carbonate, or butylene carbonate, y-butyrolactone, N-meth-
ylpyrrolidone (NMP), acetone, or water. The solvent may also
be a combination of two or more of these.

The binder and the conductive agent which are used in
preparing the negative active material composition may be
identical to those described with respect to the negative elec-
trode for a lithium secondary battery.

The substrate that is to be coated with the negative active
material composition in manufacturing the negative electrode
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may be any one of various current collectors that are com-
monly used in a negative electrode. The substrate may be, for
example, a copper foil, or an aluminum foil, but is not limited
thereto.

A lithium secondary battery according to an embodiment
includes a negative electrode, a positive electrode, and an
electrolyte.

An example of the lithium secondary battery is a lithium
secondary battery including a negative electrode including
lithium titanate containing 0.004 parts by weight or less of
phosphorous (P) and 0.007 parts by weight or less of potas-
sium (K) based on 100 parts by weight of lithium titanate
(Li,Tis0,,), a positive electrode, and an electrolyte. An
amount of phosphorous (P) contained in the lithium titanate
included in the negative electrode of the lithium secondary
battery may be from about 0.001 to about 0.004 parts by
weight and an amount of potassium (K) contained in the
lithium titanate included in the negative electrode of the
lithium secondary battery may be from about 0.001 to about
0.007 parts by weight or less.

An example of a method of manufacturing the lithium
secondary battery will now be described in detail. First, the
negative electrode as described above is prepared.

Then, the positive electrode as a reference electrode of the
negative electrode is prepared as follows. The following
manufacturing process for the positive electrode is just an
example.

A positive electrode active material, a conductive agent, a
binder, and a solvent are mixed to prepare a positive electrode
active material composition. The positive electrode active
material composition may be directly coated or dried on a
current collector to prepare a positive electrode plate. Alter-
natively, the positive electrode active material composition is
cast on a separate support and a film separated from the
support is laminated on a current collector to prepare a posi-
tive electrode plate. The current collector may be an Al cur-
rent collector that is commonly used as a positive electrode
current collector, but is not limited thereto.

The conductive agent, the binder, and the solvent which are
used in the positive electrode active material composition
may be any one of those that are commonly used in preparing
an electrode composition, and examples thereof are the same
as presented with respect to the negative electrode above.

The positive active material may include a compound that
reversibly intercalates or deintercalates lithium, that is, a lithi-
ated intercalation compound. For example, the positive active
material may include at least one composite oxide including
lithium and metal selected from cobalt, manganese, nickel,
and a combination thereof The compound may be a com-
pound represented by any one of the following formulae:

Li,A,_,X,D, (where 0.95=a<1.1, and 0<b=<0.5); Li E,_,

X,0,_.D._(where 0.95=<a<1.1, 0=b=0.5, and 0=c=<0.05);
LiE, ,X,0, D. (where 0<b=<0.5, and 0=c=<0.05);
LiNi;, , Co,B.D, (where 0.95=a<l.l, 0=b=0.5,
0=c=<0.05, and O<a<2); LiNi,_, Co0,X.0, M,
(where 0.95=a<1.1, 0<b=0.5, 0=c=0.05, and 0<a<2);
Li,Ni, , CO,X_ O, ,M, (where 0.95<a<1.1,0=<b=0.5,
0=c=<0.05, and 0O<a<2); Li,Ni,_, Mn,X D, (where
0.95=a<1.1, 0=b=0.5, 0=c=0.05, 0<a<2); Li Ni,_, .
Mn, X O, M, (where 0.95=<a<1.1, 0=b=0.5, 0=c=0.05,
and Os=as<2); LiNi, , Mn,X O, M, (where
0.95=a<1.1, 0<b=0.5, 0=c=<0.05, and O0<a<2); Li,
Ni,E GO, (where 0.90=a=<1.1, 0=b=0.9, 0=c=0.5, and
0.001=d=0.1); Li,Ni,Co Mn_,G_O, (where 0.90=a<1.1,
0<b=0.9, 0=c=<0.5, 0=d=<0.5, and 0.001=e=<0.1); Li,
NiG,0, (where 0.90=a<l1.1, and 0.001<b=0.1); Li,-
CoG,0O, (where 0.90=a<1.1, and 0.001=b=<0.1); Li,
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MnG,0O, (where 0.90=a=<l.1, and 0.001=<b=0.1);
Li,Mn,G,O, (where 0.90=a=<1.1, and 0.001=b=<0.1);
QO,; QS,; LiQS,; V,05; LiV,0s; LiZO,; LiNiVO,,;
Liz_5J5(PO,); (where 0s<f<2); and Li;_sFe,(PO,),
(where 0=f<2); LiFePO,; and Li(NiCoMn)O,.

In the formulae as described above, A is selected from the
group consisting of Ni, Co, Mn, and a combination thereof;, X
is selected from the group consisting of Al, Ni, Co, Mn, Cr,
Fe, Mg, Sr, V, arare-earth element and a combination thereof;
D is selected from the group consisting of O, F, S, P, and a
combination thereof; E is selected from the group consisting
of Co, Mn, and a combination thereof; M is selected from the
group consisting of F, S, P, and a combination thereof; G is
selected from the group consisting of Al, Cr, Mn, Fe, Mg, La,
Ce, Sr, V, and a combination thereof; Q is selected from the
group consisting of Ti, Mo, Mn, and a combination thereof, Z
is selected from the group consisting of Cr, V, Fe, Sc,Y, and a
combination thereof, and J is selected from the group con-
sisting of V, Cr, Mn, Co, Ni, Cu, and a combination thereof.
However, A, X, D,E, M, G, Q, Z,and ] are not limited thereto.

A coating layer may be further formed on a surface of the
above compounds, or the compounds may be mixed with a
compound including a coating layer for use. The coating layer
may include at least one coating element compound selected
from the group consisting of an oxide of a coating element, a
hydroxide of a coating element, an oxyhydroxide of a coating
element, an oxycarbonate of a coating element, and a
hydroxycarbonate of a coating element. The coating layer
compounds may be amorphous or crystalline. A coating ele-
ment contained in the coating layer may be Mg, Al, Co, K, Na,
Ca, Si, T3, V, Sn, Ge, Ga, B, As, Zr, or a mixture thereof

The coating layer formation method may be any coating
method as long as when used, an element does not adversely
affect properties of the cathode active material. For example,
the coating method may be any one of various coating meth-
ods including spray coating and precipitation. The coating
methods are obvious to one of ordinary skill in the art and
thus, will not be described in detail herein.

The electrolyte may include a non-aqueous organic solvent
and a lithium salt.

The non-aqueous organic solvent may function as a
medium in which ions engaged in an electrochemical reaction
of a battery migrate. In addition, if necessary, the non-aque-
ous organic solvent may further include various additives,
such as an over charge inhibitor.

The non-aqueous organic solvent may function as a
medium in which ions engaged in an electrochemical reaction
of a battery migrate.

Examples of the non-aqueous organic solvent are a carbon-
ate-based solvent, an ester-based solvent, an ether-based sol-
vent, a ketone-based solvent, an alcohol-based solvent, or an
aprotic solvent. Examples of a carbonate-based solvent are
dimethyl carbonate (DMC), diethyl carbonate (DEC), dipro-
py! carbonate (DPC), methylpropyl carbonate (MPC), ethyl-
propyl carbonate (EPC), methylethylcarbonate (MEC), eth-
ylene carbonate (EC), propylene carbonate (PC),
butylenecarbonate (BC), and ethylmethyl carbonate (EMC).
Examples of an ester-based solvent are methyl acetate, ethyl
acetate, n-propyl acetate, dimethylacetate, methylpropionate,
ethylpropionate, y-butybutyrolactone, decanolide, valerolac-
tone, mevalonolactone, and caprolactone. Examples of an
ether-based solvent are dibutyl ether, tetraglyme, diglyme,
dimethoxyethane, 2-methylhetrahydrofurane, and hetrahy-
drofurane. An example of a ketone-based solvent is cyclohex-
anone. Examples of an alcohol-based solvent are ethyl alco-
hol and isopropyl alcohol. Examples of an aprotic solvent are
nitriles, such as R—CN (where R is a linear, branched, or
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cyclic C2 to C20 hydrocarbon group, and may include a
double bond-direction cyclic or ether bonding), amides, such
as dimethylformamide, dioxolans such as 1,3-dioxolane, and
sulfolanes.

The non-aqueous organic solvents may be used alone or in
combination of at least one of those described above. When
the non-aqueous organic solvents are used in combination, a
miX ratio may be appropriately adjusted according to a target
battery performance, and may be obvious to one of ordinary
skill in the art.

The lithium salt may be dissolved in an organic solvent and
provides lithium ions in a lithium battery, thereby enabling
basic operations of the lithium battery, and may be a material
that promotes migration of lithium ions between a positive
electrode and a negative electrode. The lithium salt may
include as a supporting electrolyte salt at least one selected
from the group consisting of LiPF, LiBF,, LiSbF, LiAsF,
LiN(SO,C,Fs),, Li(CF;80,),N, LiC,F;SO;, LiClO,,
LiAlO,, LiAlICL,, LiN(C,F,,,,80,)(C,F,,,,80,) (where x
and y are natural numbers), LiCl, Lil, and LiB(C,0,),
(lithium bis(oxalato) borate; LiBOB). A concentration of the
lithium salt may be from about 0.1 to about 2.0M. If the
concentration of the lithium salt is within the range described
above, the electrolyte may have an appropriate conductivity
and viscosity and thus have excellent electrolyte perfor-
mance, and may allow lithium ions to effectively migrate.

According to a type of a lithium secondary battery, a sepa-
rator may be formed between a positive electrode and a nega-
tive electrode. Examples of a separator are a mono- or multi-
layer separator including polyethylene, polypropylene, or
polyvinylidene fluoride, a two-layer mixed separator includ-
ing polyethylene/polypropylene, a three-layer mixed separa-
tor including polyethylene/polypropylene/polyethylene, a
three-layer mixed separator including polypropylene/poly-
ethylene/polypropylene.

The lithium secondary battery may be, according to a sepa-
rator and an electrolyte used, a lithium ion battery, a lithium
ion polymer battery, or a lithium polymer battery; according
to a shape, a cylindrical battery, a rectangular battery, a coin-
type battery, or a pouch-type battery; and according to a size,
a bulky battery and a thin-film type battery. Methods of manu-
facturing the lithium secondary batteries as described above
are widely known in the art and thus, a description thereof will
not be presented herein.

FIG. 3 is a schematic view of a lithium secondary battery
100 according to an example embodiment. Referring to FIG.
3, the lithium secondary battery 100 includes a positive elec-
trode 114, a negative electrode 112, a separator 113 inter-
posed between the positive electrode 114 and the negative
electrode 112, an electrolyte (not shown) with which the
positive electrode 114, the negative electrode 112, and the
separator 113 are impregnated, a battery case 120, and a
sealing member 140 for sealing the battery case 120. The
lithium secondary battery 100 of FIG. 3 is manufactured by
sequentially depositing the positive electrode 114, the nega-
tive electrode 112, and the separator 113, winding the depo-
sition structure, and placing the wound structure in the battery
case 120.

The present embodiments will be described in further
detail with reference to the following examples. These
examples are for illustrative purposes only and are not
intended to limit the scope of the present embodiments.

PREPARATION EXAMPLE 1
Preparation of Lithium Titanate

128.8 parts by weight of lithium carbonate, and 348.0 parts
by weight of titanium dioxide containing 0.008 parts by
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weight of phosphorus and 0.008 parts by weight of potassium
based on 100 parts by weight of the titanium dioxide were
added as starting materials to a dry powder mixer, and then
uniformly mixed. The obtained mixed powder was sintered in
an oxygen atmosphere at a temperature of 850° C. for 5 hours
while the temperature was increased by 5° C. per minute, and
the sintering product was pulverized by using a pulverizer and
subjected to a particle classification process, thereby produc-
ing lithium titanate power that contained 0.00349 parts by
weight of phosphorous and 0.00663 of potassium based on
100 parts by weight of lithium titanate, and had an average
particle diameter of about 800 nm to about 1 pm.

PREPARATION EXAMPLE 2
Preparation of Lithium Titanate

Lithium titanate powder that contained 0.00312 parts by
weight of phosphorous and 0.00477 of potassium based on
100 parts by weight of the lithium titanate and had an average
particle size of about 800 nm to about 1 um was prepared in
the same manner as in Preparation Example 1, except that
titanium dioxide containing 0.00376 parts by weight of phos-
phorous and 0.00554 parts by weight of potassium based on
100 parts by weight of the titanium dioxide was used.

ICP data with respect to amounts of elements contained in
titanium dioxide and lithium titanate used in Preparation
Example 2 are shown in Table 1 below.

TABLE 1

ICP analysis data

parts by Lithium titanate Titanium dioxide
weight Average Average
Na 0.02564 ND
K 0.00477 0.00554
P 0.00312 0.00376
Fe 0.06424 0.08135
Al ND ND
Zr 0.07678 0.08724
Ca ND ND
Mg ND ND

S 0.02921 0.03935
Zn ND ND
Co ND ND
Ni ND ND
Cu ND ND
Cr ND ND

COMPARATIVE PREPARATION EXAMPLE 1
Preparation of Lithium Titanate

Lithium titanate powder was prepared in the same manner
as in Preparation Example 1, except that 348.0 parts by
weight of titanium dioxide containing 0.010 parts by weight
of'phosphorous and 0.010 parts by weight of potassium based
on 100 parts by weight of the titanium dioxide was used. The
lithium titanate powder contained 0.00437 parts by weight of
phosphorous and 0.00832 parts by weight of potassium based
on 100 parts by weight of the lithium titanate.

COMPARATIVE PREPARATION EXAMPLE 2
Preparation of Lithium Titanate

Lithium titanate powder was prepared in the same manner
as in Preparation Example 1, except that 348.0 parts by
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weight of titanium dioxide containing 0.015 parts by weight
of'phosphorous and 0.015 parts by weight of potassium based
on 100 parts by weight of the titanium dioxide was used. The
lithium titanate powder contained 0.00525 parts by weight of
phosphorous and 0.01001 parts by weight of potassium based
on 100 parts by weight of the lithium titanate.

EXAMPLE 1
Preparation of Negative Electrode

Lithium titanate (Li, TisO,,) prepared according to Prepa-
ration Example 1 as a negative active material, PVDF as a
binder, and denka black as a conducting agent were mixed at
a ratio of 90:5:5, and an NMP solvent was added thereto to
prepare a slurry. The slurry was coated on an aluminum foil to
prepare a negative electrode plate, and the coated negative
electrode plate was pressed, and dried at a temperature of
130° C.ina vacuum drier, thereby completing manufacture of
a negative electrode.

EXAMPLE 2
Preparation of Negative Electrode

A negative electrode was manufactured in the same manner
as in Example 1, except that lithium titanate (Li,Ti;O,,)
prepared according to Preparation Example 2 was used as a
negative active material.

COMPARATIVE EXAMPLE 1
Preparation of Negative Electrode

A negative electrode was manufactured in the same manner
as in Example 1, except that the lithium titanate prepared
according to Comparative Preparation Example 1 was used as
a negative active material.

COMPARATIVE EXAMPLE 2
Preparation of Negative Electrode

A negative electrode was manufactured in the same manner
as in Example 1, except that the lithium titanate prepared
according to Comparative Preparation Example 2 was used as
a negative active material.

EVALUATION EXAMPLE
Manufacture of Coin Cells

Coin cells were manufactured using the negative elec-
trodes manufactured according to Example 1 and Compara-
tive Examples 1 and 2, a reference electrode comprising Li
metal, a separation membrane comprising polypropylene,
and an electrolyte composed of a mixed solvent containing
EC and EMC at a mix ratio of 3:7 to which 1M LiPF, was
added. Charge and discharge characteristics of the coin cells
were evaluated in a range of about 1.0 to about 3.0V, and at a
C-rate that was set based on a theoretical capacity of lithium
titanate. FIG. 1 shows discharge capacity results with respect
to a C-rate and FIG. 2 shows a capacity retention rate with
respect to a C-rate.

Regarding charge and discharge measurement, the coin
cells were charged with 0.9V constant current (CC)/constant
voltage (CV) 0.01 C cut-off at a charge and discharge rate of
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0.2 C, and then, 3.0 V cut-off discharged at a charge and
discharge rate of 0.2 C. This charging and discharging is
referred to as a one cycle. After one cycle, capacity and charge
and discharge efficiency of the coin cells were evaluated.
Then, discharge capacity and capacity retention rate of the
coin cells were evaluated at charge and discharge rates of 0.5
C,1C,2C,5C,10C, and 20 C, and the results are shown in
FIGS. 1 and 2.

Referring to FIG. 1, it was confirmed that the negative
electrode manufactured according to Example 1 had higher
initial capacitance and better high-rate capacity characteris-
tics than the negative electrodes manufactured according to
Comparative Examples 1 and 2.

Referring to FIG. 2, it was confirmed that a battery includ-
ing the negative electrode manufactured according to
Example 1 had a higher high-rate capacity retention rate than
batteries including the negative electrodes manufactured
according to Comparative Examples 1 and 2.

Also, like the battery including the negative electrode of
Example 1, a battery including the negative electrode manu-
factured according to Example 2 had excellent high-rate
capacitance characteristics and a high capacity retention rate.

As confirmed in the evaluation example above, it was pos-
sible to improve battery performance by controlling amounts
of'phosphorous (P) and potassium (K) when an electrode was
manufactured by using lithium titanate as an electrode active
material.

It should be understood that the example embodiments
described herein should be considered in a descriptive sense
only and not for purposes of limitation. Descriptions of fea-
tures or aspects within each embodiment should typically be
considered as available for other similar features or aspects in
other embodiments.

What is claimed is:

1. A lithium titanate (Li,Ti;O,,) compound comprising
0.001 to about 0.004 parts by weight of phosphorous (P) and
0.001 to about 0.007 parts by weight of potassium (K) based
on 100 parts by weight of lithium titanate.

2. The lithium titanate of claim 1, wherein the phosphorous
is comprised in a form of phosphorus pentoxide (P,Os) or
phosphorus trioxide (P,0;).

3. The lithium titanate of claim 1, wherein the potassium is
comprised in a form of potassium oxide (K,O).

4. The lithium titanate of claim 1, wherein an average
particle diameter of the lithium titanate is from about 700 nm
to about 1 um.

5. A negative electrode for a lithium secondary battery, the
negative electrode comprising a negative active material com-
prising a binder, a conductive agent and a Lithium titanate
(Li,Ti50,,) compound comprising 0.004 parts by weight or
less of phosphorous (P) and 0.007 parts by weight or less of
potassium (K) based on 100 parts by weight of lithium titan-
ate.

6. The negative electrode of claim 5, wherein the phospho-
rous is comprised in a form of phosphorus pentoxide (P,O;)
or phosphorus trioxide (P,Oy).

7. The negative electrode of claim 5, wherein the potassium
is comprised in a form of potassium oxide (K,O).

8. The negative electrode of claim 5, wherein an average
particle diameter of the lithium titanate is from about 700 nm
to about 1 um.

9. The negative electrode of claim 5, wherein the conduc-
tive agent comprises at least one selected from the group
consisting of denka black, ketjen black, artificial graphite,
carbon black, acetylene black, and flaky graphite.



US 9,166,224 B2

11

10. The negative electrode of claim 5, wherein the binder
comprises at least one selected from the group consisting of
polyvinylidene fluoride, styrene butadiene rubber, and poly-
imide.

11. A lithium secondary battery comprising the negative
electrode of claim 5, a positive electrode, and an electrolyte.

12. A lithium secondary battery comprising the negative
electrode of claim 6, a positive electrode, and an electrolyte.

13. A lithium secondary battery comprising the negative
electrode of claim 7, a positive electrode, and an electrolyte.

14. A method of manufacturing a negative electrode for a
lithium secondary battery, the method comprising:

mixing titanium dioxide (TiO,) including phosphorous (P)

and potassium (K) with a lithium precursor to provide a
first composition:

sintering the first composition to prepare lithium titanate;

providing a negative active material composition including

lithium titanate; and

coating the negative active material composition on a sub-

strate, wherein the lithium titanate (Li,Ti5O,,) com-
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pound comprises 0.001 to about 0.004 parts by weight of
phosphorous (P) and 0.001 to about 0.007 parts by
weight of potassium (K) based on 100 parts by weight of
lithium titanate.

15. The method of claim 14, wherein the titanium dioxide
has whiteness of about 96 to about 99%.

16. The method of claim 14, wherein the titanium dioxide
comprises 0.008 parts by weight or less of phosphorous (P)
and 0.008 parts by weight or less of potassium (K) based on
100 parts by weight of titanium dioxide.

17. The method of claim 14, wherein the negative active
material composition comprises a binder, a conductive agent,
and a solvent.

18. The method of claim 14, wherein the lithium precursor
comprises at least one selected from the group consisting of
LiCO,, LiCl, LiOH, LiNOQ,, LiF, LiSO,, and LiNO,.

19. The method of claim 14, wherein the sintering tempera-
ture is from about 700 to about 1000° C.
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